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— MANUAL TILE CU-ITERS | Manual tile cutting device

OUTILS & SERVICES TECHNIQUES
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Product Information:

Cutting with high precision
Tile thickness of tiles up to 12 mm

Cutting guide on ball bushings for smooth and precise use
Side stop with angular adjustment for straight and diagonal cuts

Extruded aluminum base for rigidity and lightness
Titanium coated carbide wheel diameter 22 mm
Mobile breaker

Supplied with:

- titanium coated carbide wheel diameter 22 mm for glazed ceramic and p

orcelain stoneware
- graduated stop
- orientable scale

STAR CC 430

(Ref. 20116194)

Dry manual cutting of tiles
Usage d'appoint

Guarantee: ce

Technical characteristics:

Height (cm) : 17.00

Width (cm) : 20.00

Length (cm) : 62.50

Net weight (Kg) : 4.26

Tile width (mm)

Diagonal tile (mm)

Tile thickness (mm)

Base dimensions (mm)

Wheel dimensions @ x thickness (mm) 22 x 6 x 2
Breaking power (kg)

SIDAMO - ZI des Gailletrous - 41260 La Chaussée St Victor
Tél: +33(0)2 54 90 28 28 - Fax : 08 97 65 65 10 - Mail : sidamo@sidamo.com - Service utilisateur / Tél : 02 54 74 02 16


https://www.sidamo.com/en/product-ranges/machinery-for-building/manual-tile-cutters

