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LSAR	C75
(Ref.	415828)

Sawing	and	edging	solid	wood	and	chipboards
Usage	intensif

Product	Information:
"C75	carbon	steel	bandsaw	blades
Blases	intended	to	sawing	and	edging	wood	in	woodworking	and	carpentr
y	workshop
Sharpened	and	set	teeth
Can	be	sharpened	again
Materials
Solid	wood,	chipboards
Out-of-the-box	welded	blade	=	Metre	reference	x	length	in	metres	+	refer
ence	of	the	weald

Technical	characteristics:
Height	(cm)	:	0.60
Width	(cm)	:	20.00
Length	(cm)	:	100.00
Net	weight	(Kg)	:	0.15
For	machine	Vertical	bandsaw
Width	(mm)
Thickness	(mm)	0.6
Pitch	(mm)
Teeth	Set	and	sharpened	teeth

PRODUCT	SHEET	|	Update	File:	2/26/2026
BAND	SAW	BLADES	|	Steel	bandsaw	blade

SIDAMO	-	ZI	des	Gailletrous	-	41260	La	Chaussée	St	Victor
Tél	:	+33	(0)2	54	90	28	28	-	Fax	:	08	97	65	65	10	-	Mail	:	sidamo@sidamo.com	-	Service	utilisateur	/	Tél	:	02	54	74	02	16

https://www.sidamo.com/en/product-ranges/woodworking-tools/band-saw-blades

