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Standard	HSS
(Ref.	531030)

Cutting	of	aluminium,	ferrous	and	non-ferrous	metals	and
reinforced	plastic	materials
Usage	régulier

Product	Information:
"Straight	cut
5-blade	blister	pack
Materials
Aliminium,	ferrous	and	non-ferrous	metals,	reinforced	plastic	materials

Technical	characteristics:
Height	(cm)	:	0.10
Width	(cm)	:	0.80
Length	(cm)	:	10.00
Net	weight	(Kg)	:	0.01
Format
For	machine	Jigsaw
Fixing
Pitch	(mm)
Useful	length	Lu	(mm)
Total	length	L	(mm)
Metal	cutting	thickness	(mm)
Alu	cutting	thickness	(mm)
Teeth	Milled	and	set	teeth
BOSCH	equivalence
Adaptable	to	machine
Plastics	cutting	thickness	(mm)

PRODUCT	SHEET	|	Update	File:	2/26/2026
JIGSAW	BLADES	|	Jigsaw	blade-	Aluminium	special

SIDAMO	-	ZI	des	Gailletrous	-	41260	La	Chaussée	St	Victor
Tél	:	+33	(0)2	54	90	28	28	-	Fax	:	08	97	65	65	10	-	Mail	:	sidamo@sidamo.com	-	Service	utilisateur	/	Tél	:	02	54	74	02	16

https://www.sidamo.com/en/product-ranges/woodworking-tools/jigsaw-blades

