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it CUTTING-OFF MACHINES | Abrasive disk job cut-off machine

OUTILS & SERVICES TECHNIQUES

MCS 350 A

(Ref. 20114019)

Dry additional cutting-off of steel
Usage d'appoint

Guarantee: ce

Photo et textes non contractuels

Product Information: Technical characteristics:
Abrasive disk cut-off machine. Hgight (cm) : 41.00
Dry additional cutting-off of ferrous metals for works Width (cm) : 28.00

Length (cm) : 50.00

Rapid clamping vice )
Net weight (Kg) : 20.60

Mobile blade housing with automatic closing

Tilting vice jaws from 0 to 45¢ to the left and the right ng:;itw;
Shaft blocking pin for to easily dismantle the disk Power(kW)
Head blocking pin for the transport Power(kW)
Dust and plug collector Power (V) 1-phase 230V

Power (V) 1-phase 230V
Power (V) 1-phase 230V
Power (V) 1-phase 230V

Supplied with disk SIDAMO A 36 RBF 131, servicing wrench Rotation speed (rpm) 3 400
Round cutting capacity (mm) at 90
Squre cutting capacity (mm) at 90°
Rectangle cutting capacity (mm) at 90°
Left round cutting capacity (mm) at 45°
Left square cutting capacity (mm) at 45°
Left rectangle cutting capacity (mm) at 45°
Vice opening (mm)
Abrasive disc dimension (mm) 3 400
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